Foil Faced Underfloor Heating Insulation Board

STFL® FF

® Foil faced for improved heat diffusion

® High compressive strength XPS (250-500kPa)
® Wide range of thickness’ available

® Mojave M3 component

® Ideal for new build and refurbishment projects

Third Party Approvals & Accreditions

omponent

1SO 9001: 2015 1SO 14001: 2015

. XFLO FF

duct descrioti i Foil faced, CO, blown
Product description extruded polystyrene UFH board
Strength at 10% compression (EN 826) kPa 250 300 500
Thermal conductivity (EN 12667) W/mK 0.033 0.033 0.035
Standard thickness’™" mm 20, 25, 30 40, 50, 60, 75 50, 60
. . 600 x 1250 600 x 1250
Board sizes (width x length) mm 600 x 2500 600 x 2500 600 x 1250
Thickness of aluminium facing pm 100
Route sizes available to suit
10,12, 15,1
UFH pipe diameter mm 0,12,15,16
Pipe centre options mm 150, 200, 300
Return style options - Arch (default), Tulip
Minimum order quantity - 1 Board
MOther sizes manufactured to order, ,
subject to minimum quantity. > SKU No. Please contact CELLECTA’s sales team
*Based on 70kPa expanded polystyrene (EPS70)

Associated thermal perimeter edge strip required | CELLECTA Thermal Edge Roll (TER) (see page 185)
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® Metal web joist intermediate floor
® Mojave M2 underfloor heating system laid on timber sub-deck
® ScreedBoard 20 heat conductive floorboards increase heating efficiency

@ Unique “click”
edge detail
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Heat output
calculations

Material

Timber frame wall, with 2 layers of plasterboard

10 -16mm underfloor heating pipe (supplied by third party)

Item
1
[2)
@ 5mm CELLECTA Thermal Edge Roll (TER) 5/200 installed around floor’s perimeter 3
@ 20mm CELLECTA ScreedBoard 20 high density gypsum, thermally conductive floorboard é
@ CELLECTA XFLO FF foil faced, high compressive strength, routed XPS insulation (made to suit and centres) %
6 15mm (min) wood based floorboard é
7 Metal-web floor joists E
8 Plasterboard ceiling .,q_',’
9 Mineral wool insulation fitted between joists (optional) E
S
PRO Adhesive Thermal Edge Roll ScreedBoard ScreedBoard Club hammer
(TER) Pull Bar Fixing Batten
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(P.186) (P. 185) (P.186) (P.186) (Supplied by others)




